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ABSTRACT 

The extraction of transuranic elements from spent uranium oxide nuclear fuel can be obtained by 

the direct conversion in molten salt of transuranic oxides into chloride or oxychloride species, while 

uranium oxide remains as insoluble solid material. This is based on a pyrochemical processing 

technique relying exclusively on chemical redox potential for the extraction of components of spent 

fuel in molten salt, with the selectivity provided by the choice of reducing reagent added. This is 

significantly less complex than pyroprocessing based on electrochemical separation. 

Computational tools and experiments with simulant spent fuel have been combined to determine 

commercially viable extraction conditions, and a set of options have been tested with real spent fuel 

at the Canadian Nuclear Laboratories facilities in Chalk River (Ontario). The results validate the 

viability of the selective extraction, which is the first stage of the broader Waste-to-Stable-Salt 

(WATSS) fuel recycling process. 
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1. INTRODUCTION 

As the demand for electricity increases in daily life, from electric vehicles to data centers, the urgency to 

reduce our reliance on fossil fuels has never been greater. It also becomes evident that intermittent and 

seasonally driven sources need to be backed by a stable provision of baseload power, renewing interest in 

new nuclear capacity as a reliable and sustainable solution. Two fundamental considerations need to be 

addressed to ensure the long-term sustainability of this option: the continued availability of fissile fuel and 

the suitable management of wastes. Both factors may be addressed by realizing that the discharged fuel 

from the current fleet of reactors, considered as “spent fuel” still contains a significant amount of fissile 

material. 

Whether it is for fuel availability or for waste management considerations, it becomes more and more 

important to view spent fuel recycling as a sustainable way forward, especially the grouped recycling of 

transuranics (TRU - unseparated Pu and minor actinides) for their consumption in fast-spectrum molten salt 

reactors. This is the purpose of the Waste to Stable Salt (WATSS) process developed by Moltex Energy [1]. 

The environmental merits of spent fuel recycling, and especially the combination of multi-recycling with 

fast reactors, are highlighted in [2], while proliferation-resistance considerations are discussed in [3].  

 

Corresponding author: oliviergregoire@moltexenergy.com 



 

 

The core stage of the WATSS process is the selective separation of TRU species from uranium, which 

constitutes the majority of the oxide matrix. This separation is achieved through direct extraction of TRUs 

into a molten salt medium, facilitated by a carefully controlled addition of a reducing metal in precise 

stoichiometric proportions. The reducing metal converts transuranic elements into salt-soluble species—

either trichlorides or oxychlorides—while uranium reduces through a series of compounds to a final 

insoluble dioxide phase.  

This is essentially based on the process identified by Wenz in the late 1960’s [4,5]. He showed that oxidation 

of UO2 spent fuel to U3O8 by a process known as voloxidation, followed by extraction in molten MgCl2 

based salts with a reducing metal added to reconvert the U3O8 to UO2, resulted in as much as 95% of the 

plutonium dissolving in the salt while most of the uranium remained as solid oxide.  

Wenz used MOX as Pu-bearing feed material with a relatively high proportion of Pu. It has later been 

highlighted that all TRUs behave similarly and are separated as a group from the uranium compounds [6].  

The reducing metal identified in the early work, tantalum, was not an economically viable option. Moltex 

has now revisited this approach with alternative, cheaper, reducing reagents identified using modern 

chemical computational tools [1,7]. 

An economic feasibility study by Moltex Energy is based on the assumptions of a nominal efficiency of 

90% and a low overall efficiency of 75% extraction for the commercial operation of WATSS. Moltex has 

identified 3 approaches for reaching the redox conditions, by addition of a reducing reagent, corresponding 

to uranium being largely tetravalent while other actinides are trivalent: 

- Careful selection of a reducing reagent with a redox couple having the suitable potential (the 

approach described by Wenz with tantalum), 

- Controlled addition of the stronger reducing reagent, with feed-back monitoring to prevent build-

up of uranium trivalent species (titration), 

- Over-reduction with a strong reducing reagent, followed by back-oxidation with an oxidizing 

reagent with a redox couple having suitable potential (in accordance with the first bullet point, the 

obvious example is tantalum oxide) 

The second and third options are addressed in reference [1], with magnesium metal being used as a strong 

reducing reagent. The present paper addresses the first option, in which tantalum is replaced by another 

metal. Niobium has been identified for this purpose. 

2. COMPUTATIONAL MODELING OF REDUCTION BY NIOBIUM 

The chemical behaviour of the spent fuel oxide matrix in molten salt, with the addition of different reducing 

reagents, has been studied with the commercially available HSC Thermodynamic Modeling Software. HSC 

version 10.4.2.2 and built-in database was used in this study. The results from the system in which niobium 

is added as the reducing agent are reported in figure 1 for uranium, plutonium and niobium species.  

The feed material components are spent fuel powder following a voloxidization step (reference composition 

of spent CANDU fuel with the uranium oxide in U3O8 form) and a eutectic composition of MgCl2 – NaCl 

- KCl (44.70 - 27.97 - 27.33 Mol % respectively). 



 

 

 

Figure 1. Thermodynamic equilibria of uranium (top), plutonium (center) and niobium (bottom) 

species in a salt-spent fuel oxide mixture with increasing amount of niobium metal. 

 



 

 

From the thermodynamically stable equilibrium of species composition reported in figure 1, we can 

infer the different chemical processes at play when voloxidized spent fuel is contacted with MgCl2 – 

based molten salt, and when niobium metal is added. The proposed reactions (1-6) are reported below. 

U3O8 + MgCl2  → MgUO4 + 2 UO2Cl (1) 

2 PuO2 + U3O8 + 2 MgCl2  → 2 MgUO4 + 2 PuOCl + UO2Cl2 (2) 

5 MgUO4 + 2 Nb + MgCl2  → 5 UO2 + 2 NbO2Cl + 6 MgO  (3) 

5 UO2Cl + Nb + 2 MgO  → 5 UO2 + NbO2Cl + 2 MgCl2 (4) 

5 PuO2 + Nb + 3 MgCl2  → 5 PuOCl + NbO2Cl + 3 MgO (5) 

2 NbO2Cl + 3 Nb + MgO  → 5 NbO + MgCl2 (6) 

 

In contact with the divalent halide, U3O8 reacts to form a hexavalent oxide stabilized with MgO, as well as 

a salt-soluble oxychloride, in proportions consistent with equation (1). Plutonium (and other transuranics) 

also react, forming a trivalent oxychloride and a complement of hexavalent uranium species according to 

(2). These first two equations have already been identified in [1]. With the addition of niobium metal, 

hexavalent and pentavalent uranium react according to (3) and (4) respectively, leading to the formation of 

salt-insoluble UO2. Such reaction consumes the uranium species allowing reaction (2), therefore largely 

leaving plutonium in its dioxide form, until all uranium has been reduced to its +4 oxidation stage. With a 

stoichiometric excess of Nb, Pu (and other TRUs) are reduced according to (5). Trivalent species produced 

are in equilibrium between oxychloride and trichloride, both being soluble in the salt phase. With the further 

addition of niobium metal, the pentavalent niobium oxychloride progressively turns to divalent monoxide. 

This process highlights the rationale for starting with a uranium matrix in a higher oxidation stage, 

producing a salt-soluble intermediary species that allows the reaction to propagate deep inside the grains. 

3. EXPERIMENTAL TESTS WITH SURROGATE MATERIAL 

3.1. Preliminary experimental tests 

Until the end of 2024, Moltex Energy used its own experimental facilities in Warrington, UK, equipped and 

licensed for the management of uranium species, but not plutonium-bearing compounds. Preliminary tests 

of different extraction chemistries, identified on the basis of computational modeling tools, were carried 

out with simulated spent fuel (SimFuel), consisting in sintered UO2 pellets containing cerium dioxide as a 

surrogate for PuO2. A variety of extraction conditions have been investigated. 

With the experimental set-up in a glovebox with a controlled atmosphere, samples of molten salt could be 

extracted at different time intervals without compromising the extraction conditions. The evolution of the 

cerium extraction, as the percentage of the total amount of cerium initially present in the SimFuel in solution 

in the salt, is reported in Figure 2 for two extraction experiments. Those correspond to tests in which a sub-

stoichiometric amount of zirconium, expected to provide the heavy-lift of U3O8 reduction, was used in 

addition to a top-up of either tantalum or niobium to reach a 30 % excess of reducing metal. The experiments 

were conducted at 700°C.  

The graph on figure 2a highlights the close behaviour of niobium and tantalum in terms of cerium extraction, 

as a surrogate to TRUs. The graph on figure 2b highlights that although a significant amount of uranium is 

in salt-soluble form at the beginning of the extraction process, uranium concentration in the salt drops after 

a few hours. This is in accordance with the formation of insoluble dioxide, supporting the expectations 

described in section 2 and the effective separation of uranium from other actinides. 



 

 

 

Figure 2a. Evolution of the cerium extraction efficiencies from SimFuel with excesses of tantalum 

and niobium. 

 

Figure 2b. Evolution of the uranium carry-over in salt during the extractions reported on Figure 

2a. The percentage relates to the fraction of uranium present in the salt phase. 

3.2. Modified experimental setup for hot-cell layout 

The validation of the preliminary results obtained with SimFuel implies extraction tests with real spent 

nuclear fuel, or at least plutonium-bearing feed material such as MOX. This needs to be carried out in a 



 

 

hot-cell environment. This test campaign was carried out at the Chalk River facilities of the Canadian 

Nuclear Laboratories (CNL). 

Unlike the experimental environment in the glovebox of the UK labs, where extraction and sampling could 

take place in an oxygen-free atmosphere, a glovebox cannot be fitted in the hot-cells available for 

experiments and are not equipped to have a controlled atmosphere. The test rigs to use in the hot cell should 

therefore be specifically designed to incorporate controlled atmosphere features, and alternative means to 

sample and/or analyze the extracted salt needs to be considered. 

3.2.1. Test rig design 

The rig design, reproduced in figure 4, is intended to allow four independent tests to be performed on spent 

fuel powder simultaneously over multiple days without the need to break the controlled atmosphere. Each 

rig comprises four reaction vessels made of Ni201 (23 mm internal diameter; 129 mm high), in which 

different extraction conditions are tested. These four vessels are surrounded by a cylindrical containment 

vessel designed to be inserted in a furnace (see bottom part of Figure 3). A mechanical stirrer also made of 

Ni201 sits within each extraction vessel, connected to a respective motor mounted above the containment 

vessel’s lid. A calibration-certified thermocouple penetrates the containment vessel lid to provide a 

measurement of the temperature of gas space in the rig. The motor assembly and stirrers can be lowered 

and raised thanks to a threaded rod. 

After the extraction time is passed, the stirrers are paused and withdrawn from the molten salt, and the 

furnace is switched off. A settling period allows for the salt to freeze before the rig is opened by releasing 

two clamps on the sides of the rig, easily actionable with tele-manipulators. The experimental measurement 

of conversion of oxides to chlorides or oxychlorides is then carried out by dissolution of the solid cylinder 

of salt and powder as discussed in the following section. 

 

Figure 3. Computer-generated images of test rig. Left: External view. Right: cross-section view. 

 



 

 

3.2.2. Analytical method 

The design of the rigs does not allow sampling of the molten salt during extraction. The analytical method 

identified to determine the conversion of oxide to chloride forms (trichloride or oxychloride) is the selective 

dissolution of chlorinated species with diluted acid, without dissolving oxides, followed by the composition 

analysis of the filtered liquid phase and of the retained solid oxide.  

Preliminary tests of dissolution of salt samples containing UOCl, an isomorphous analog of PuOCl, 

concluded that 0.1M HCl was insufficient to dissolve UOCl. With the increase of the acid concentration to 

1M, the red slurry dissolved almost instantly and turned into a green solution, suggesting a change from +3 

to +4 oxidation state. Spectrophotometric analysis of the solution showed that almost all of the uranium 

turned into a soluble species. 

A literature review highlighted that the dissolution of PuO2 in 3M HCl at 100°C would not exceed 8% after 

several hours. From a conservative extrapolation of published data, it is assessed that at 1M the dissolution 

would not exceed 3% at 100°C and be negligible at room temperature [1]. This has been confirmed by 

dissolution test of UO2 in 1M HCl, in which no measurable UV-visible spectrophotometric signal was 

detected. 

The overall analytical method consists in (a) cutting the extraction vessel above the level of frozen salt with 

a precision cutting tool set at slow cutting speed to minimize heat generation and prevent contamination of 

the content, (b) placing the salt-laden section of the vessel horizontally in a container filled with 1M HCl 

and equipped with overhead stirring system, (c) operating the dissolution system until all salt and slurry is 

completely dissolved or dispersed, (d) extracting a sample of dissolved solution with a syringe fitted with 

a 0.22 micron pore size filter, and (e) measuring the concentration of extracted species (Ce or Pu and U). 

This last step is done by spectrophotometry at the UK labs (Ce and U, only) and TIMS at CNL. 

3.2.3. Commissioning test results with surrogate material 

Commissioning tests of the extraction rig have been carried out in the UK labs in order to verify the suitable 

operation of the experimental setup before its operation in hot-cell environment. Besides operation with 

empty vessels or inactive salt, extraction tests with SimFuel were carried out, representative of the 

chemistries that will be tested with real fuel at CNL. The extraction results are reported in Table I. 

Table I. Extraction efficiencies with a set of representative test conditions with SimFuel. 

 

The results reported in Table I display extraction efficiencies above 90% with selected redox control, 

highlighting the suitability of the rig design to obtain suitable conversion, as well as the applicability of the 

analytical method to discriminate the salt-soluble and salt-insoluble species. 

+ 

Initial uranium form Reducing reagent Reaction time (h) Extraction (%) 
U3O8 Zr 24 91.3 

U3O8 Zr + Ta 60 90.8 

U3O8 Nb 60 93.7 

UO2 Ta 60 94.2 

UO2 None (reduction by H2 

in overhead gas) 

60 87.2 



 

 

4. EXPERIMENTAL TESTS WITH ACTUAL SPENT FUEL 

Three test rigs have been used in the Universal Cell (UC) hot cell facilities at CNL, in a campaign labelled 

MIFE (Moltex Irradiated Fuel Experiments) by CNL. This corresponds to 12 different experimental 

conditions (different reducing reagents and reaction time), including some reference tests (with SimFuel, 

or with real spent fuel and no reducing metal). Preparation for dissolution and sampling of the different 

reaction vessels were conducted in the Fuel and Materials Cells (FMC). 

The test results relevant to extraction with niobium as reducing metal are reported in Table II. The reagents 

were a eutectic salt composition (MgCl2-NaCl-KCl) and treated spent CANDU fuel (U3O8 matrix following 

an OREOX treatment) in a 4 to 1 mass ratio. Niobium corresponding to a 30 % stoichiometric excess was 

added. The extraction results in table II are reported on Figure 4, together with Ce extraction results from 

SimFuel (see sections 3.1 and 3.2.3). 

Table II. Measured plutonium extraction and uranium carry-over in the salt phase. The 

percentages refer to the amount of the element in the salt vs the initial quantity in the spent fuel 

powder. 

 

Figure 4. Evolution of the extraction (of cerium or plutonium in SimFuel and CANDU spent fuel 

respectively) from U3O8 matrix into molten salt when Nb is used as reducing metal. The different 

data points are fitted with 2 trend lines: an exponential (A*(1-exp(-kext*t))) and a logistic 

regression (A2+((A1-A2)/(1+(t/C)^D)) are represented as solid and dash lines respectively 

 

Initial uranium 

form 

Reducing reagent Reaction time (h) Pu extraction 

(%) 

U carry-over (%) 

U3O8 Nb 24 89.4 0.05 

U3O8 Nb 60 94.3 0.02 



 

 

The different data points in figure 4 are fitted with 2 different trend lines. The solid line is a typical kinetic 

equation, reaching a limit A at about 92% with a kinetic constant kext of 0.32 h-1. Since there is no univocal 

assessment of the underlying kinetic behaviour, a second fit has been applied for illustrative purpose. This 

trend line, whose equation is not backed by underlying chemical processes but slightly better fits the data 

points, displays a more progressive evolution with an extraction efficiency that is still slightly increasing 

over time (dash line). 

Overall, the extraction results obtained with real spent fuel closely match results obtained with surrogate 

material. Those results strongly support an extraction of TRUs in excess of 90%, the high-end of the 

extraction range considered in the economic feasibility of the process. Experimental tests with spent 

CANDU fuel and a mixture of Zr and Nb have been carried out but the data are not available yet at the time 

of writing. That would allow for the re-use of the spent CANDU fuel cladding material, which would further 

decrease the volume of waste as well as a decrease of the required quantity of niobium. 

In addition to the very good extraction results, the very low carry-over of uranium species in the salt phase 

confirms that this process is effective in separating uranium from other actinides and does not simply 

transfer all actinides into the salt. Such a low level of uranium carry-over improves the re-usability of the 

extraction salt and provides a large degree of freedom to adjust the TRU/U ratio in the recycled fuel to the 

requirements of the wasteburner reactor core.  

5. CONCLUSIONS 

The results reported here are exceptional. They highlight a significant extraction of transuranic species from 

real spent fuel in an economically viable process. The success criteria supporting economic feasibility - at 

least one selective extraction exceeding 75% with low uranium content - have been met and even exceeded 

the 90% target, the high-end of the range of extraction efficiency assumption.  

The result highlights a route for a commercial process where niobium is used as a reducing metal to achieve 

just the right level of reduction potential.  

GLOSSARY OF ACRONYMS  

CANDU CANadian Deuterium Uranium (reactor / fuel) 

CNL  Canadian Nuclear Laboratories 

OREOX Oxidation – reduction - oxidation (process) 

SSR-W  Stable Salt Reactor – Wasteburner 

TIMS  Thermal Ionization Mass Spectrometry 

TRU  TRansUranic (element / isotope) 

WATSS  WAste To Stable Salt (process) 
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